












Shock Tube System™ – facts

ST Starter
The ST Starter comes as standard in 
lengths ranging from 30 m to 320 m, and 
is supplied on bobbins for lengths of  
65 m and above.

The ST Starter can, without any  
preparation, be directly combined with 
other types of ST units. In other words,  
a wide range of combinations is  
possible with the ST Starter. Single 
charges are initiated directly by the ST 
Starter, while charges connected in  
parallel or in series are initiated via a 
connector unit that maximises the  
number of combinations.

ST Detonator
The ST Detonator configuration is 
composed of 3L Shock Tube and full-
strength detonators, available with 
a variety of delay times, suitable for 
numerous applications together with ST 
Starters.

Short-length ST Starters – ranging from a couple of metres up to 30 metres – are supplied coiled.

The standard version of the ST Detonator is designed for direct interconnection with the ST Starter.

The bobbin versions of the ST Starters include one grip switch, one connector unit for optional 
branching of several ST units, and two handles for facilitating the unwinding and rewinding of the 
shock tube.



Rapid Firing System - RFS 10 m
The RFS 10 m is a Rapid Firing System 
with a 10 m Shock Tube integrated into 
a spool. A full-strength detonator is 
attached to the system. The unit can 
easily be extended by inserting another 
detonator into the spool barrel.

ST System 30 s
The ST System 30 s configuration is 
composed of 3L Shock Tube available in 
a variety of lengths, a delay element with 
30 seconds delay and a full-strength 
detonator. The ST System 30 s is suitable 
for numerous applications together with 
ST Starters.

Grip Switch for multiple use
Norabel Ignition System has developed a 
special multiple-use grip switch. This is 
designed to be easily operated by foot or 
by hand, and can be fixed to any surface.


